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Features Debarring stably by Axial floating. 

Before 

Precise adjustment  

For high-speed rotation 

For back side debarring 

Cast  iron 

Series Up to your demand For Example 

With Brash tool 

 Back side  

Cross  hole 

With Robot  

Recommend cutter 

Front    Back 

Chasing Burrs!! 
Innovative Deburring Tool Holder 

FOR AUTOMATIC DEBURRING！ 

Watch the video ! 
 
http://www.sugino.com/ 
  Barriquan  Search Web 
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Spec. 

MODEL 
 BODY SIZE 

(mm) 
MASS 

(g) 

HOW TO 
ADJUST 
SPRING 
LOAD 

ALLOWABLE 
ROTATION 

SPEED 
(min-1) 

FLOATING 
AMOUNT 

(mm) 

FLOATING 
DIRECTION 

SHANK 
SIZE 

(mm) 

 BC10-20 Φ32X120L 280 5000  10 Φ20X40L 

 BC10-10 φ25X100L 140 8000  10 Φ10X35L 

 BCT10-10 φ25X110L 180 8000  10 φ10X35L 

Remarks 

・This item must be use with positive rotation and copy machined by down cut. 
For more details, please refer to the instruction manual. 
 
・When cutting coolant is used, do not apply directly over Barriquan. If cutting 
coolant enters its main body, it may cause sliding part failure. 
 
・No floating mechanism in radial direction. When using, do not apply excessive 
load other than in axial direction. 
 
・Do not use Barriquan without body rotation. It may disable floating mechanism 
And may cause failure. 

 

Trading Division TEL+81-3-5201-5973 FAX+81-3-5201-5977 

Tool Division TEL+81-537-24-8181 FAX+81-537-24-8184 

 

Oversea Subsidiaries 

China 

<Shanghai> TEL+86-21-5385-5031 FAX+86-21-5385-5032 

<Guangzhou > TEL+86-20-8363-4719 FAX+86-20-8363-4992 

<Tianjin> TEL+86-22-5879-1321 FAX+86-22-5879-1322 

 

 

Czech TEL+420-257-950-228 FAX+420-257-950-044 

Mexico TEL+52-81-1100-0108 FAX+52-81-1100-0318 

Singapore TEL+65-6458-9544 FAX+65-6456-7789 

Thailand TEL+66-35-729351 FAX+66-35-729355 

U.S.A. TEL+1-630-250-8585 FAX+1-630-250-8665 

 


